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Supersum Protection® self-decontaminating  films  are  easy  to  apply;  their  installation  does  not  require
specialized knowledge, although it  does require some practice.  Follow the instructions correctly,  you will
avoid repeating installations and wasting material.

In  the  case  of  needing  to  cover  important  extensions  or  if  the  user  prefers,  it  is  possible  to  go  to  a
professional installer. At Supersum we will put at your disposal one of our associated installers.

Necessary utensils:

Cutter Ruler Measuring tape Sprayer
soap and water

Spatula felt Microfiber cloth

Previous actions

1. In  all  situations  it  is  necessary  as  the  first  operation  to  clean  the
surface  with  soap and water  and dry  it  to  remove  any remaining
grease or dirt.

2. Carry out an adhesion test by cutting out a small rectangle from the
film,  and apply it  dry on a non-compromised area of the surface,
using the spatula on the side of the felt, to confirm that the surface is
suitable for coating (very porous or uneven to the touch may not be
suitable).

3. Subsequently,  remove the film sample and check that no adhesive
residue remains on the surface,  a sign that  it  may not have been
properly cleaned.

4. Before starting installation, remember to apply the supplied warranty
adhesive seal to one side of the surface, where it is visible but not
uncomfortable. The guarantee seal must always be protected, under
the film, to prevent its detachment.
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Installation

There are two possible installation methods: dry and wet. We advise, whenever possible, to follow the wet
method of application, which offers more opportunities to rectify and correct defects.

Wet method of application

1. Measure the surface to be protected.

2. Trim the necessary surface, calculating if  necessary, an extra 1-2cm
margin on each side. If the surface has sides to protect, calculate, to
add to the dimensions of the surface, the height of the sides and if
possible, apply another 2cm extra on each side to be able to fold the
film under the side.

3. In some situations, for example when the width of the surface to be
protected  coincides  with  the  width  of  the  coil,  it  may  not  be
necessary to trim the film, applying it directly wound. This will help
maintain proper stretch tension.

4. Whenever possible, use a single piece of film, or if not, try to place
the joints between films in inconspicuous areas. In this case, calculate
an overlap of about 2cm maximum.

5. Moisten the surface to be protected with the spray filled with water
and a little soap. The surface must be completely wet. Don't worry,
the water will evaporate after the process is complete.

6. Remove about 10cm of the protective paper over the entire width of
the  cut  piece  of  film  and  position  the  film on  the  surface  to  be
protected starting from one of its sides. For vertical surfaces, start
from the top.

7. Start applying film to which the protective paper has been removed
using the spatula on the felt side, keeping it at an inclination of about
45ºC  with  respect  to  the  surface  to  be  protected,  and  making
movements  from  the  center  towards  the  edges.  The  movements
must allow to eliminate the bubbles that may be generated and push
the applied water solution to the outside for their elimination.
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Wet method of application (continued)

8. It is convenient to spray water on the external surface of the film so
that the felt of the spatula remains wet, which facilitates its sliding.

9. As you apply the film,  remove the protective paper,  and continue
making movements with the spatula from the center to the sides.

10. Make sure that the surface to be coated remains damp throughout
the entire process.

11. It is not advisable to apply excessive force with the spatula, at the risk
of  deteriorating the  film.  Use  the  minimum pressure  necessary  to
spread the film and eliminate bubbles.

12. When you have finished positioning the film, you will see that it is
possible  to  make small  corrections by  sliding the  film on the wet
surface.

13. If the surface to be protected does not include sides, proceed to trim
the  excess  film  with  the  cutter,  using  the  ruler  and  paying  close
attention not to damage the lower surface.

14. If the surface has sides, once the film is positioned on the surface you
must proceed to adjust these:

15. On the film that protrudes from the surface, make diagonal cuts with
the cutter from the corners of the surface to the corners of the film
so.

16. The trimmed film can then be applied on the sides, taking care at the
side corners to trim the excess to minimize overlap with the film on
the adjoining side.

Dry method of application

If the surfaces to be protected are small and / or do not allow, due to their nature or form, to be dampened,
it is possible to install them dry.

It should be borne in mind that in this circumstance the positioning of the film is more delicate, and the steps
to be taken should be carefully planned so as not to make mistakes that render the film useless.

The procedure is equivalent to that described in the previous section, eliminating steps 5 and 10.
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Application on doorknobs, handrails, and bars

In  the  case  of  applying the  film on surfaces  of  cylindrical  or  equivalent  elements  (bars,  handrails,  door
handles, ...) it is advisable to use the smaller width ZAC20 or AG20 format (20cm). Alternatively, tapes of the
desired width can be obtained by trimming them from larger formats.

1. It is advisable to consider a 1cm overlap. To do this, just calculate the
circumference of  the element to be protected with the measuring
tape and add 1cm to the value obtained. This will be the value of the
required tape width. The length will  be the necessary to cover the
entire element. Proceed with trimming if necessary or use the tape as
is.

2. Either  of  the  two  methods  previously  described  can  be  followed,
although it is preferable to run the method dry. The spatula will not
be necessary either, it can be dispensed with.

3. It is not advisable to tape the element obliquely. It is preferable to
position the film along the entire length of the element, peeling off
the support paper on the longer side, and apply the film curving it
along its  entire  length.  If  the  length  is  too long,  you can do  the
piecewise operation.

4. Start the installation from the lower side of the element and apply the
film to  the  outside,  so  that  the  final  overlap is  as  little  visible  as
possible.

Maintenance

The antibacterial and virucidal properties of Supersum Protection® do not lose effectiveness over time or with
washing, but adequate conservation is required to maintain the integrity of the film.

Supersum Protection® films are very resistant to chemical cleaning agents, but maintenance with a cloth
dampened with soap and water is sufficient.

Do not use abrasive or sharp items such as scourers, scrapers, or knives under any circumstances. They will
tear the film. It will not lose its efficiency, but it can be a way of introducing dirt under the surface that ends
up causing it to take off.

Following the appropriate instructions, the life of the film can be several years, as long as it is not directly and
continuously exposed to sunlight, which in some circumstances can cause premature aging.

Note: Supersum Protection is not responsible for damages or loss of material by poor installation outside the indications offered.

Doc SP-DT-2109ENG r0

www.supersumprotection.com


